RIDER – KRØYT
OKTOBER 2002

The host location is committed to provide the following equipment:



PA:

· PA must have minimum 4 separate monitor channels and 4 monitors. 

· Mixer with minimum 16 channels.

· Mixer must have minimum 8 aux. 4 pre fader. 

· 1 stereo delay (TC-electronics D2 or better)

· 1 high quality stereo compressor/de-esser and 3 mono compressors.

· A high quality 3-way PA system with subs matching the location (EAW, Turbosound).



Microphones:

· 3 vocal microphones:  two Shure BETA 57A(58A) & one BETA 58A + 3 big stands.

· 2 small stands for sensors



Channels overwiew:
	Ch
	Instrument
	Microphones
	Stands
	Comments

	1
	Sampler L
	XLR
	Small
	

	2
	Sampler R
	XLR
	Small
	

	3
	Vibraphon L
	XLR
	Small
	

	4
	Vibraphon R
	XLR
	
	

	5
	Vocal
	XLR/BETA 58A
	Big
	Stereo compressor/deesser L

	6
	Vocal effekt
	XLR
	
	Stereo compressor/deesser R

	7
	Guitar L
	XLR
	
	

	8
	Guitar R
	XLR
	
	

	9
	Vocal vibraphon
	XLR
	
	Mono compressor

	10
	Vocal guitar
	BETA 57A
	Big
	Mono compressor

	11
	Vocal sound 
	BETA 57A
	Big
	Mono compressor

	12
	Boss multieffect return
	
	
	Brought by the band

	13
	TC M2000 reverb return L
	
	
	Brought by the band

	14
	TC M2000 reverb return R
	
	
	Brought by the band

	15
	Delay return L
	
	
	

	16
	Delay return R
	
	
	




Stage: 

· 3 risers (1x2 meter) for the vocalist, ca. 40 cm high.

· 3 bokses/tables for rack/equipment placement.



Video equipment:

· Powerful video-canon (minimum 2400 ANSI-lumen or more. Ex. Sony PX-30)






Lights:

· Must have the ability to dim and consist of several colors

 

Stage plot:














Other conditions: 

· All local rigging must be completed when the band arrives. The PA must be fully wired and ready for use.
· A minimum of  2 persons must be available at get in and get out to help carrying the backline equipment.

· The person responsible for the technical equipment at the location must be present and available at the sound check and during the concert.

· Mineral water, beer, fruit, snacks, coffee/tee and talus must be available to the musicians before, during and after the concert. A private dressing room must be available from get in to the time they leave the location.

Specific questions about Video equipment and Lights please contact: 

Atle Ramsøy-Halle (live-camera) atlerh@rocketmail.com  Telephone: +47 926 03 062 (mobile)

Sound engineer for KRØYT is Magnus Torkildsen  magnuto@online.no
Please contact him to verify acceptance of this raider. 

Telephone: + 47 977 655 25 (cell) / +47 22 44 82 22 (priv.) / +47 22 37 07 00 (Barracuda productions). 

Address: Gyldenløvesgt. 10, 0260 OSLO, Norway. 

This raider is to be regarded as part of the contract.
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