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Technical rider consist of 4 pages

This rider is a part of contract to RYPDAL & BJORNSTAD 




TECHNICAL SPECIFICATIONS   


This rider includes only those things that are essential to the professional presentation of this performance.  If you have problems with fulfil  this rider please contact Mr. Sven Persson +47 90596716 or Kjell Kalleklev +4791103280/+47 55557630





SOUND SYSTEM

SPEAKER SYSTEM
:Turbosound Floodlight/ Flashlight , MeyerSound MSL 4/ MSL 3. VDosc, Eaw 850. All system with original subs.

The system must be large enough to deliver a clean undistorted sound with a uniform coverage of the total performance area including balconies or similar seatings. Crossover/Limiters/Eq`s should be located at house mix position - and free for use of the FOH technician from Nils P. Molvær 

FOH CONSOLE
:Midas Heritage 2000 / 3000, Midas XL 4 / XL 3 / XL 200, Yamaha 4000/3500 

The console must have no less than 32 input`s, VCA and returns on the group. 

FOH EFFECTS
:
1 Lexicon 480 L or 1 Lex 300 




1 Lexicon Pcm 90





1 Yamaha 990/900/1000





1 TC 2290





6 ch. Compressors , DBX 160 X





8 ch. Gates , Drawmer DS 201

DRIVE RACK

:2 x Urei 5547A or Klark Teknik DN 360

We will also need graphics of same standard for any delay zone.





Intercom system between FOH and monitor position.

1 DAT for recording (With tape) and one CD player.

MON. CONSOLE
:
No needed (monitors to be operated from FOH desk

MON. RACK:


MONITOR SYSTEM
:Minimum 4 identical wedges , included 1 x 15" and 1 x 2" horn. The wedges must be capable of deliver strong sound pressure. All amps and crossover used for the monitor system, including cue wedges for the mon- engineer, must be identical and of high quality.

MICROPHONES

Se input list

All microphones must have original adapters. All microphones stands must be original stands with booms, 14 short.

MISCELLANEOUS
:The complete system must be up and running upon arrival of artist and engineers.

Artist will need at least two hours soundcheck without being disturbed or interrupted in any way.

It is essential that the system is totally free of hum and noise due to the variety and dynamics of the music performed.

System must also include all necessary cables, microphones , microphone cables, multicore, patchcords, tools, gaffertape,spareparts etc.

At least one engineer familiar with the system is to be present at all time from get in and during soundcheck and performance. 

Backline;


Terje Rypdal





2 x  Vox AC 30  (preferred) 

Converter from 110 to 220 v.

Crew;
1 person to handle all Backline from airport to venue and return.

Catering:
Enough sandwiches, wine (white & red)mineral water, coffee,tea, beer and juice for 5/6 persons should be back stage from get in until  concert is finished.
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	No
	Instrument
	Micophone

	1
	guitar l   
	shure sm 57

	2
	guitar r   
	shure sm 57 

	3
	Piano bas
	schoeps - bass

	4
	Piano 
	neumann km 84 - mid

	5
	piano
	neumann km 84 high

	6
	inside piano
	Shure sm 58

	7
	Announcement
	

	8
	
	Effects

	9
	
	Effects

	10
	
	Effects

	11
	
	Effects












Sign. Purcaser














Sign promoter








